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~COOLING FANS w/ FILTERS, (4) REQ'D. PER SIDE
BLOWING ACROSS UV LAMPS FOR COOLING PURPOSES
AND TO REDUCE RESIDUAL BUILD-UP ON UV LAMPS

s
/ ADIUSTABLE MOUNTING BRACKETS FASTEN TO INSIDE OF CONVEYOR FRAME, AS SHOWN ———
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—REMOVABLE UV LAMP DRAWER w/ SAFETY INTERLOCK
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(2) LAMP POWER CONMECTOR CABLES TO CONTROL ENCLOSURE —— ¥4" LIQUID TIGHT CONDUIT TO UV CONTROL PANEL, (1) A
(SAFETY SWITCHES AND FAN POWER PROVISIONS)
bghd il FOR APPROVAL: AMERICAN AIR & WATER, INC
1. DRAWING SHOWS CONVEYOR MOUNTABLE UVC ULT ET EXPOSURE CHAMBER FOR THE PURPOSE OF STERILIZING THE TOP SURFACE OF THE CONVEYOR BELT AS IT PASSES SIGN FOR APPROVAL: | . .
THROUGH THE RETURN SIDE OF THE CONVEYOR. s
2, UV EXPOSURE CHAMBER 1S OF TYPE 304 STAINLESS STEEL CONSTRUCTION, AND INCORPORATES A REMOVABLE UV LAMP DRAWER DESIGN FOR EASE OF LAMP SERVICE AND REPLACEMENT. [iee 1071472008
3. EXPOSURE CHAMBER TO BE LOCATED INSIDE OF EXISTING CONVEYOR FRAME AS SHOWN. DRILL 0.38" DIAMETER CLEARANCE HOLES IN BOTTOM VERTICAL FLANGE OF CONVEYOR RAILS S LV AMALGAM LAMP CONVEYDR RETRO-FIT KIT
AS REQUIRED FOR BOLTING HOUSING ASSEMBLY INTO PLACE. TOP MOUNTED BRACKETS HAVE 1/4-20 CAPTIVE FASTENERS INSTALLED AND WILL ADJUST TO FIT THE INSIDE DIMENSION DATE: L i i
OF THE FRAME AS REQUIRED FOR PROPER MOUNTING. RANGE OF ADJUSTMENT FOR THE TOP MOUNTING BRACKETS = 66.63" MINIMUM TO 67.88" MAXIMUM. | 20F5 | Avzrian




